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Pumper Nozzle Monitor ElbowItem No.
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(2)2.5" N/A

(1)3" or 4"

(1)4" or 4.5" NST Pumper Connection or 5" Non-threaded Storze

(2)2.5"

(2)2.5"

(2)2.5"

(3)2.5"

(3)2.5"

(1)3" or 4"

(1)3" or 4"

(4)2.5"

(4)2.5" (1)3" or 4"

(2)2.5"

(2)2.5" (1)3" or 4"

F0733-250-2H0P

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

(1)4" or 4.5" NST Pumper Connection or 5" Non-threaded Storze

(1)4" or 4.5" NST Pumper Connection or 5" Non-threaded Storze

(1)4" or 4.5" NST Pumper Connection or 5" Non-threaded Storze

(2)4" or 4.5" NST Pumper Connection or 5" Non-threaded Storze

(2)4" or 4.5" NST Pumper Connection or 5" Non-threaded Storze

F0733-250-2H0PM

F0733-250-2H1P

F0733-250-2H1PM

F0733-250-3H1P

F0733-250-3H1PM

F0733-250-4H0P

F0733-250-4H0PM

F0733-250-2H2P

F0733-250-2H2PM


